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Battery tester function 12V Shockproof casing

Starter tester function 12V Intuitive multi-language menu

Blow molded plastic case USB port & cable

Backlit LCD graphic display Pb WET - EFB - AGM - GEL - VRLA - Start ‘n Stop

2023-DS-ACCUTEST12V-V1



TECHNICAL INFORMATION

PACKAGING INFORMATION

MODEL ACCUTEST

NET WEIGHT 3 kg 1,4 kg

DIMENSIONS (L x W x H / mm) 440 x 325 x 110 270 x 220 x 70

MODEL ACCUTEST

PART NUMBER 825900300 825900200

OPERATING RANGE 40 ~ 600 CCA moto / 100 ~ 2000 CCA automotive 40 ~ 2000 CCA automotive

STANDARDS CCA,SAE, DIN,EN, IEC - JIS > Yuasa Battery CCA/ SAE, DIN, EN1, EN2, CA/MA, IEC, JIS

BATTERY RATING Pb WET - GEL - AGM - MF - VRLA - SLI Pb WET - GEL - AGM - MF - VRLA - SLI

OPERATING VOLTAGE  9 - 36 V 9 - 15 V

DISPLAY Large backlit LCD Backlit LCD

HEAT PRINTER Included No

CABLE LENGTH 1,80 m 1,70 m  

LANGUAGES
English, Italian, French, German, Spanish,  
Polish,Romanian, Dutch, Swedish, Finnish

Pictogram display

SUPPLY RANGE 9 - 36 V DC 9 - 15V DC

PACKAGING Rugged and shockproof casing Blow molded plastic case
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RELATED                         PART NUMBER:

Barcode reader for Accutest PN: 02095
Printer for Accutest PN: 020190
Paper roll for Accutest+  (2 pcs) PN: 800010
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